TIMEI-I”E Firmware Update Procedure Stl’ymom

Firmware updates for TimeLine are supported via MIDI SYSEX.

WHAT YOU WILL NEED TO UPDATE YOUR TIMELINE: A Mac or PC with a MIDI interface. A program capable of sending MIDI sysex data.
(Sysex Librarian on the Mac and SendSX on the PC)

1. CONNECT MIDI AND POWER TO TIMELINE

9vDC
LEFTIN RIGHT IN LEFT OUT RIGHT OUT semeo MIDIIN MIDIOUT 4+ G-

IN/ouT

0)(0)(0)(0, O

RETRN ——————————— SEND %

Connect the output of

your MIDl interfaceto ~ [reeeeccey )
MIDI IN on TimeLine. The

M-Audio USB UNO 1x1 is

inexpensive and has been

tested to work.

ON A MAC: Download and install Sysex Librarian http://www.snoize.com/SysExLibrarian/

(Sysex Librarian is Free & Open Source software)

Set the preference for “Pause between Drag the update files into the SysEx Librarian main window and
played messages” to 0. select your MIDl interface in the pull down menu.
[ N NeM SysEx Librarian Preferences s\, SysEx Librarian .:
P-_o’.‘:enml—-l Transmit Speed ~ Program Change | k [ USB Uno MIDI Interface VQ o .
SysEx I:-'older Location i

ster.s,.fterrWDocumentsfSysEx Librarian SysEx File & | Manufacturer | # ... Size
N Damage Contrc 2145 277.2 KB

TL_firmware_1vxx.syx

Shm_ﬂv file size as (*) Abbreviated (1.2 KB)

O Full (1234)
Pause between played messages 0 milliseconds
' 5 T — T o ( Add... ) ( Delete ) (Contents ) (Show File )
g P
SysEx receive timeout 1 second
1 1 1 G
250 msec 500 msec 750 msec 1sec
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eano SysEx Librarian

. | USB Uno MIDI Interface B (1] ()

Select the firmware file and
press play.

[ SysEx File & Manufacturer = # ... Size

Damage Contrc 2145 277.2 KB

( Add... ) ( Delete jl (Contents) (Show File)
A
will be displayed while the the unit will restart and
new firmware is loading display the last active
bank when the update is
complete

ON A PC: Download and install SendSX http://www.bome.com/products/sendsx
(SendSX is not free software, per their website http://www.bome.com/products/sendsx/purchase SendSX can be used for a reasonable trial period for free and then it’s asked that
development is supported by a voluntary donation or by using it as “postcardware” and sending a postcard )

Set the in-between message delay to 0OmS
Bome's SendSX 1.22

File  MidiIn Midi Cut | Options Help

Midi Clut MIDI Thru
Enable Active Sensing oe®
Enable MIDI Time Clock

Enter Delay

v Delay while sending (1ms)...

v Small font in MIDI boxes F'Iejie enter the delay in milliseconds:

v Split long sys ex messages

Send(F4] | |{ Clear Out
(1] 4 I Cancel |

Send MIDI data with litHe delay inbetween single messages (one message is one line in the Midi Oul

Bome's SendSX 1.22
File  Midi In | Midi Out Options
il Clut

Help

none

Select the correct MIDI output
from your MIDl interface. . Midi-Mapper
Seeecena,,, R Microsoft GS Wavetable SW Synth

¥ USB Uno MIDI Out |

Send(Fs) | [ earbit_

IDpened UISE Una MIDI Out succesfully, A
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Open the firmware file and Bome’s Send5X 1.22 |-_”E| SE |
presssend. ["Trteecesce.. File MidiIn Midi Out Options Help
Fidi Cut
Fa @@ @l 55 12 @1 1B F7
Fa 68 @1 E5 42 11 E7
Fa @& @l 55 42 11 F7
Fi@ BB @1 55 42 11 F7
Fa @a @l 55 42 11 F7
Fi@ b| Bl 55 42 11 F7
Fa @a @l 55 42 11 F7
Fi@ b| Bl 55 42 11 F7
Fa @a @l §5 42 11 F7
. BEB BB @1 55 42 11 F7
oMFa B8 A1 E5 42 11 F7
FA AR A1 EE 47 11 F7
s (F4) |
C:'\Documents and Settings\terry\DesktopTL_firmware_1viocsyx was loaded succesfully

will be displayed while the the unit will restart and
new firmware is loading display the last active
bank when the update is
complete

PLAY THE FACTORY PRESET SYSEX FILE: Use either Sysex Librarian on the Mac or SendSX on the PC to send the factory preset
sysex file to your TimeLine. There will not be any indication on the display that the file is being received. This contains the factory
presets and will not alter any of your saved patches unless a factory initialization is performed. The file is included in the update zip
archive and is named in the form “TI___presets_facﬂvXX.syx” where the XX represents an incremental version number.

enon SysEx Librarian
> [.."Portl (3= ] o .
Play Destination Record One Record Many
-SysE: File V l| Manufacturer | # .. Size
TL_presets_factlvi({.syx Damage Contrc 200 127.0 KB
I': Add... :' I': Delete :' I': Contents :' I': Show File :'

e
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4. (OPTIONAL) UPDATE YOUR PRESETS:

PLAY THE USER PRESET SYSEX FILE: Use either Sysex Librarian on the Mac or SendSX on the PC to send the user preset sysex file
to your TimeLine. The display will read SUCCESS after each preset upload. This will update ALL presets and ERASE any edits you’ve
made.

80O SysEx Librarian

TL_presets_userlvxi.syx Damage Contrc 200 127.0 KB

( Add... ) C Delete ) CCnntents ) CShnw F'tle)

A

5. (OPTIONAL) INITIALIZE YOUR USER PRESETS

.........................................................................
.........................................................................

REINIT will be displayed
and all factory patches will
automatically be restored

TimeLine has powered up.

[ POWER UP TimeLine while holding A & TAP. Keep holding for 5 seconds after ]

6. (OPTIONAL) CHECK THE FIRMWARE VERSION

.........................................................................
.........................................................................

o until REVISN is and the firmware
displayed version will be
power on while turn the push the TYPE displayed
holding the TAP TYPE encoder encoder
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